
Requirements for a Quotation

Application

manufacturer / engine type

standard electrical power rating [kW]

diesel                 
diesel / gas
natural gas
LFO

Sulphur content in % 

marine 2-stroke
marine 4-stroke
auxiliary engine

others

FuelEngines

Engine exhaust values Required ValuesGeneral Exhaust Data

mass �ow [kg/h] o. gas �ow [mN3/h]

exhaust gas temperature [°C]

@ %load*

@ %load*

HFO                
bio oil 
others 

H2O in the exhaust gas [vol-%] 

NOx concentration [mg/mN3, dry]

CO concentration [mg/mN3, dry]

HC concentration [mg/mN3, dry]

Particulate concentration [mg/mN3]

@      act O2

  ref O2

@      act O2

  ref O2

@      act O2

  ref O2

@      act O2

  ref O2

@      act O2

  ref O2

NOx concentration [mg/mN3, dry]

CO concentration [mg/mN3, dry]

HC concentration [mg/mN3, dry]

Particulate concentration [mg/mN3]

Sound attenuation [dBA]**- Pressure drop 

@      act O2

  ref O2

@      act O2

  ref O2

@      act O2

  ref O2

@      act O2

  ref O2

** Please submit exhaust noise data displaying
 the octave band

*if you have more loads pls submit mass �ow/load 
and load/temperature data sheet or diagram

Engine Exhaust Values

Actual O2 in the exhaust gas, dry [vol-%]

Reference O2, dry [vol-%]

company

contact person

postal address

postal code / city

country

phone

mobile

fax

email

date of inquiry

Other CommentsGeneral Data

Expected delivery date, environmental
regulations, further comments etc.

For further information please contact:

Mr. Goekhan Eris     
E-Mail: ge@couple-systems.com
Phone: +49 (0) 40 526 000 923
Fax: +49 (0) 40 526 000 939

Installation of 
DryEGCS ®

 
on MS Timbus

Successfull Pilot

proven SOx reduction of 99%

Couple Systems GmbH		    	   
Hamburger Landstrasse 49   |   D-21357 Bardowick   |   Federal Republic of Germany  www.couple-systems.com


